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Technical data

HP 280i

Pneumatic-tire rollers Series HP H282

Pneumatic-tire roller

HIGHLIGHTS
> Simple, intuitive and language-neutral control

> Good visibility of tires, machine and jobsite

\i4

HAMM

> High compaction and surface quality due to even weight distribution and tire overlap of the front and rear wheel pairs

> Seat-operating unit can be moved and rotated

> Intelligent ballasting concept for flexible adjustment of the machine weight to the application
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TECHNICAL DATA HP 280i (H282)

Diesel engine

Diesel engine

|
|
! . .
Operating weight with cab Ilt)% 2%58559 i Exsf;\aust emissions category, EPA Tier 4
i
| o
Operating weight with ROPS Ilf)gs 2%352§1 i Jix;:#st emissions category,
’ |
Empty weight without cab, kg 8265 | Exhaust emissions category,
without ROPS Ibs 18,224 i Korea KOR Stage 5
Max. operating weight IIE% 52;5376% i Exhaust gas after-treatment DOC-DPF-SCR
| *
Axle load, front/rear Ikbg 9442387%512%;’1 i km/h 0-19.0
S ' ' ! Speed, infinitely variable mph 0.0-11.8
Flexible ballasting, kg 9505/26970 3 — -
minimum/maximum Ibs 20,959/59,469 ! Regulation, infinitely variable HAMMTRONIC
|
French classification ! Gradeability, with/without N
minimum, value/class 13,1/PLO ! ballast % 25/35
maximum, value/class 35,1/P1 | Steering angle +/ N 30
| i -
Min. wheel load per tire, kg 1070/1306 i .
front/rear Ibs 2,359/2,880 ; Pendulum angle +/- 2
Max. wheel load per tire, kg 3506/3070 i Steering, type Two-point steering
front/rear Ibs 7,731/6,769 i Water-sprinkling system
. . . |
Total length r?r:n 149957(; i Tank capacity/filling capacity
| . L 235
Total height with cab rr|1rr]'n 131032 i Fuel tank, capacity Gal 62.1
| AdBlue/SCR reducing agent L 20
Total height with ROPS mm 280 | ‘tank, capacity Gal 5.3
|
| : L 650
Height loading, min. rr|1rr"n 293;2:? i Water tank, capacity Gal 171.7
. |
i e . L 28
Center distance nlwrr]n 133??% i Additive tank, capacity Gal 7.4
} Sound level
Total width with cab n|1r2n 281563? i
2084 i Zﬂg?:nft):g\éer level L(WA), db(A) 102
Maximum working width mm !
n 82.0 ! Sound power level L(WA), db(A) 100
G dd mm 300 ! representative measurement
round clearance, center i 1.8 ;
|
Turning radius, inside rrl1r|;n 26222 i
_ | EQUIPMENT
|
|
Size of tires, front/rear 11.00-R20/11.00-R20 J OPTIONAL EQUIPMENT
. . mm 1830/1830 ‘
Width over tires, front/rear o 72.0/72.0 3
|
Number of tires, front/rear 4/4 i
|
Manufacturer DEUTZ i
Model TCD 3.6 L4 }
Cylinders, quantity 4 3
|
Power ISO 14396, kW/PS/rpm 85,0/115,6/2000 i
Power SAE 1349, kW/HP/rpm 85,0/113,9/2000 i
|
E)Ghaust emissions category, EU Stage 5 }
|
|
|
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